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Introduction

The Fluke 750PEx Series Pressure Modules (the Product)
are to be used with Fluke intrinsically safe calibrators such as
the 718Ex.

The Product measures pressure with an internal
microprocessor compensated sensor. It receives power from
and sends digital information to the Fluke calibrator.

Gage pressure modules have one pressure fitting and
measure pressure with respect to atmospheric pressure.
Differential pressure modules have two pressure fittings and
measure the difference between the applied pressure on the
high fitting versus the low fitting. A differential pressure module
functions like a gage module when the low fitting is open. The
absolute pressure modules measure pressure with respect to
an absolute vacuum. The vacuum pressure modules measure
negative pressure.

See the Users Manual for your specific Fluke calibrator for
operation instructions. Differential and Gage models are
shown in Figure 1.
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Figure 1. Differential and Gage Pressure Modules
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Safety Information

A Warning identifies conditions and procedures that are
dangerous to the user. A Caution identifies conditions and
procedures that can cause damage to the Product or the
equipment under test.

/\ Warning

To avoid injury due to the release of high-pressure fluid:

e Use only adapters and fittings rated to withstand the
appropriate pressure. Ensure that all adapters and
fittings are securely connected.

e Never exceed the specified BURST PRESSURE for the
Product.

e To avoid a violent release of pressure in a pressurized
s¥fstem, shut off the isolation valve and slowly bleed
off the pressure before you attach or remove the
pressure module from the pressure line.

e Do not alter the Product and use only as specified,
or the protection supplied by the Product can be
compromised.

Ex-Hazardous Areas

The Product has been designed for use in Ex-Hazardous
Areas. These are areas where potentially flammable or
explosive vapors may occur. These areas are referred to

as hazardous (classified) locations in the United States, as
Hazardous Locations in Canada, as Potentially Explosive
Atmospheres in Europe and as Explosive Gas Atmospheres
by most of the rest of the world. The Product is designed as
intrinsically safe. This means that connecting the Product to
equipment that is used within intrinsically-safe circuits will not
cause an ignition-capable arc as long as the entity parameters
are suitably matched.

Refer to Control Drawing - FLUKE-750PEX CCD.
A AWarning

To prevent fire, explosion, or personal injury:

e Check entity parameters before making any
connections to this device.

o Use only specified replacement parts or Intrinsic
Safety can be impaired.

e Precautions are required to ensure that a charge-
generating mechanism is unlikely to be present,
and/or discharge to earthed metal is improbable.

The exposed metal parts are not earthed and have

a capacitance of more than 3 pF with respect to an
earthed conductor. If a charge-generating mechanism
is present, an incendive level of charge could migrate
to these metal parts and subsequently discharge to
earthed metal.

Table 1. Symbols

Symbol Meaning
A WARNING. RISK OF DANGER.
= Direct Current
[ Consult user documentation.
ce Conforms to European Union directives.

Pressure (found on Fluke calibrators)

Conforms to the European Explosive
Atmospheres (ATEX) directive.

Medium compatibility: 316 Stainless Steel,

OO

Medium compatibility: noncorrosive gasses.

I3

This product complies with the WEEE Directive
and its marking requirements. The affixed label
indicates that you must not discard this electrical/
electronic product in domestic household waste.
Do not dispose of this product as unsorted
municipal waste. For information about take-
back and recycling programs available in your
country, see the Fluke website.

Mechanical Damage Prevention
/\Caution

To avoid Product damage, never apply more than 10 Ib-ft
of torque between the pressure module fittings or
between the fittings and the body of the module. Always
apply appropriate torque between the pressure module
fitting and connecting fittings or adapters.

Over Pressure Damage Prevention
/\Caution

To avoid Product damage:

e Use the Product onle( with specified media as shown
on the Product label to avoid Product damage from
corrosion.

e To avoid product damage do not apply Pressure in
excess of 120 % of the specified upper limit.

Figure 2 shows correct and incorrect ways to use a wrench to
apply torque to the pressure module fitting.
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Figure 2. Applying Torque
Recommended Measurement
Technique

For best results, before you zero the Product or take
measurements, pressurize the Product to full scale and then
vent to zero pressure (atmosphere).

Note

Low-range pressure modules may be sensitive to gravity.
For best results, pressure modules 30 psi and below should
be held at the same physical orientation from the time they
are zeroed until the measurement is complete.



Box Contents

The Product package should contain the listed items below. If
it does not, contact Fluke immediately. See “Contact Fluke”.
o Pressure module

e 1/8 NPT male to 1/4 NPT male adapter

e 1/8 NPT male to 1/4 BSP male adapter

e 1/8 NPT male to M20 male adapter

e O-RING,(-111) CAST URETHANE

e Certificate of calibration

e User documentation packet

Pressure Calibration Kit

The optional Fluke 700PCK (Pressure Calibration Kit)
accessory lets you calibrate the pressure modules at
your facility with your precision pressure standards. A
pressure calibrator or dead weight tester that is at least
4X more accurate than the pressure module under test is
recommended.

Performance Test

If you need to check that the pressure module meets its
accuracy specification, use a dead weight tester or suitable
pressure calibrator. The accuracy of the dead weight tester
or pressure calibrator should be significantly better than the
Product pressure specification. Proceed as follows to verify
that a pressure module is operating within specification:

1. Read the pressure value with no externally applied
pressure to make sure the 0 % of scale is correct. When
reading the pressure, press the ZERO key to remove
any zero offset.

2. Connect the pressure module to a dead weight tester.

3.  Set the dead weight tester to 20 % of the pressure
module’s full scale value.

Specifications
Mechanical Specifications
Size(HXWXL) ....... 45 mm X 94 mm X 110 mm
(1.77 in X3.70in X4.33in)
Weight . .............. 292 g (10.3 0z)
Physical Interface. .. .. .. Serial Connector, Pressure Port(s)

Environmental Specifications

Operating Temperature. . .-10 °C to +50 °C (14 °F to 122 °F)
Storage Temperature . . . .-20 °C to +60 °C (-4 °F to 140 °C)
Operating Humidity. . . . .. Non condensing (<10 °C) (<50 °F)

90 %RH (10 °C to 30 °C)

(50 °F to 86 °F)

75 %RH (30 °C to 40 °C)

(86 °F to 104 °F)

45 %RH (40 °C to 50 °C)

(104 °F to 122 °C)

Operating Altitude .. .. .. 2000 m (6,561 ft)
Storage Altitude . ....... 12 000 m (45 700 ft)
Ingress Protection. . ... .. IEC 60529: IP52 (not included in

the third party certification)
Compliance Markings

& 1116

SIRA 16ATEX2383X

CSAE 24UKEX1049X

IECEx SIR 16.0118X

Exia llIC T4 Ga

CSA 25CA80203486X

Class I, Division 1, Groups ABCD,T4,Ga

Class |, Zone 0, AEx ia [IC T4 Ga
Ui=7.5V;li=200 mA; Pi=0.375 W, Ci = 5.8 uF;
Li=6.0 uH

Compliance

Safety................ IEC 60079-0, IEC 60079-11
IEC 61010-1: Pollution Degree 2

Electromagnetic Compatibility
International . .......... IEC 61326-1: Basic
Electromagnetic Environment;
CISPR 11: Group 1, Class A
Group 1: Equipment has intentionally generated and/or
uses conductively-coupled radio frequency energy that is
necessary for the internal function of the equipment itself.
Class A: Equipment is suitable for use in all establishments
other than domestic and those directly connected to a
low-voltage power supply network that supplies buildings
used for domestic purposes. There may be potential
difficulties in ensuring electromagnetic compatibility in other
environments due to conducted and radiated disturbances.

Caution: This equipment is not intended for use in
residential environments and may not provide adequate
protection to radio reception in such environments.

Korea (KCC) ....covviiiiiieicciceicieee Class A Equipment

(Industrial Broadcasting & Communication Equipment)
Class A: Equipment meets requirements for industrial
electromagnetic wave equipment and the seller or user
should take notice of it. This equipment is intended for use
in business environments and not to be used in homes.

USA (FCC) et 47 CFR 15 subpart B.
This product is considered an exempt device per clause
15.103.

Contact Fluke

Fluke Corporation operates worldwide. For local contact
information, go to our website: www.fluke.com.

To register your product, view, print, or download the latest
manual or manual supplement, go to our website.

+1-425-446-5500

fluke-info@fluke.com.

LIMITED WARRANTY AND LIMITATION OF LIABILITY

This Fluke product will be free from defects in material and
workmanship for three years from the date of purchase.

This warranty does not cover fuses, disposable batteries,

or damage from accident, neglect, misuse, alteration,
contamination, or abnormal conditions of operation or
handling. Resellers are not authorized to extend any other
warranty on Fluke’s behalf. To obtain service during the
warranty period, contact your nearest Fluke authorized
service center to obtain return authorization information, then
send the product to that Service Center with a description of
the problem.

THIS WARRANTY IS YOUR ONLY REMEDY. NO OTHER
WARRANTIES, SUCH AS FITNESS FOR A PARTICULAR
PURPOSE, ARE EXPRESSED OR IMPLIED. FLUKE IS
NOT LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL
OR CONSEQUENTIAL DAMAGES OR LOSSES, ARISING
FROM ANY CAUSE OR THEORY. Since some states or
countries do not allow the exclusion or limitation of an implied
warranty or of incidental or consequential damages, this
limitation of liability may not apply to you.

4. Make sure the reading agrees with the dead weight
tester value within the specifications.
5. Set the dead weight tester to 40, 60, 80, and 100 % of

full scale and compare the respective readings.

Pressure Module Ranges !

Fluke Corporation
6920 Seaway Blvd.
Everett, WA 98203
US.A

11/99

Fluke Europe B.V.
P.O. Box 1186

5602 BD Eindhoven
The Netherlands

750 Model Number Parameter/Range 750 Burst ) Burst Rating Hi Side Media Compatibility 21 Lo Side Media C sibility [2 Reference Uncertainty Total Uncertainty 1 year Total Uncertainty 1 year Total Uncertainty 6 month Total Uncertainty 6 month
Pressure (psi) patibiiity © side Nedia Lompatibility (23+3°C) M (15-35 °C) (0-50 °c) "] (15-35 °C) (0-50 °c) [l
750P01Ex 0 inch to 10 inch H20 (0 to 25 mBar) 30 inH20 3X NONCORROSIVE GASSES NONCORROSIVE GASSES +0.1 % +0.2 % +0.3 % +0.15 % +0.25 %
750P24Ex 0 psi to 15 psi (0 to 1 Bar) 60 4X Stainless Steel SS-316 NONCORROSIVE GASSES +0.0175 % +0.035 % +0.045 % +0.03 % +0.04 %
750P05ExX 0 psi to 30 psi (0 to 2 Bar) 120 4X Stainless Steel SS-316 N/A +0.0175 % +0.035 % +0.045 % +0.03 % +0.04 %
750P06ExX 0 psi to 100 psi (0 to 7 Bar) 400 4X Stainless Steel SS-316 N/A +0.0175 % +0.035 % +0.045 % +0.03 % +0.04 %
750P27Ex 0 psi to 300 psi (0 to 20 Bar) 1200 4X Stainless Steel SS-316 N/A +0.0175 % +0.035 % +0.045 % +0.03 % +0.04 %
750P09ExX 0 psi to 1500 psi (0 to 100 Bar) 4500 3X Stainless Steel SS-316 N/A +0.0175 % +0.035 % +0.045 % +0.03 % +0.04 %
750P29Ex 0 psi to 3000 psi (0 to 200 Bar) 9000 3X Stainless Steel SS-316 N/A +0.0175 % +0.035 % +0.045 % +0.03 % +0.04 %
750PA4EX 0 psia to 15 psia (0 to 1 Bar) 60 4X Stainless Steel SS-316 N/A +0.03 % +0.06 % +0.07 % +0.05 % +0.06 %

year interval. No 6 month specification available for range -10°C to 0°C.

Stainless Steel.

. Specifications % of Full Span unless otherwise noted.

. Total uncertainty, % of full span for temperature range 0°C to +50°C, one year interval. Total uncertainty, 1.0% of full span for temperature range -10°C to 0°C, one

4. Reference Uncertainty is the specification for as left data for 24 hours.

5. Burst rating specification refers to the multiplier times full scale of the module for the rated burst pressure.

. “NONCORROSIVE GASSES” indicates dry air or non-corrosive gas as compatible media. “Stainless Steel 316-SS” indicates media compatible with Type 316




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (sGray)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<


    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>



    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 6.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200036002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 6.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>


    /SKY <>

    /SUO <>
    /SVE <>
    /TUR <>

    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 6.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [1458.000 504.000]
>> setpagedevice


