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Change #1, 378, 487 
On page 12, under the Specifications, replace the Size (H x W x D) with: 

Size (H x W x D) ...................... 380 mm x 205 mm x 480 mm (14.9 in x 8.0 in x 18.8 in) 

On page 13, under the Specifications, replace the TC Millivolt Range with: 
TC Millivolt Range...................-10 mV to 100 mV 

Change #2, 553 
On page 9, Table 7, remove the 6th row. 
On page 12, under the Specifications, replace the Computer Interface with: 

Computer Interface .................... RS-232 and USB Serial included  

Change #3, TPUBS-437 
On page 3, Table 1, add the symbols: 

�

EN Consult user documentation. 

�

EN WARNING. HOT SURFACE. Risk of burns. 

ES Consulte la documentación del 
usuario. ES ADVERTENCIA. SUPERFICIE CALIENTE. 

Riesgo de quemaduras. 

FR Consulter la documentation 
utilisateur. FR AVERTISSEMENT. SURFACE CHAUDE. 

Risque de brûlure. 

DE Die Benutzerdokumentation 
beachten. DE WARNUNG. HEISSE OBERFLÄCHE. 

Verbrennungsgefahr. 

JA ユーザーズ・マニュアルをご
確認ください。 JA 警告。表面が高温状態。 火傷のリスクあ

り。 

KO 사용자 문서를 참고하십시오. KO 
경고. 표면이 뜨겁습니다. 화상의 위험이 
있습니다. 

PT Consulte a documentação do 
usuário. PT ATENÇÃO. SUPERFÍCIE QUENTE. Risco 

de queimaduras. 

RU См. пользовательскую 
документацию. RU ПРЕДУПРЕЖДЕНИЕ.ГОРЯЧАЯ 

ПОВЕРХНОСТЬ. Риск ожогов. 
ZHCN 请参阅用户文档。 ZHCN 警告。高温表面。有灼伤的风险。 

On page 12, under the Specifications, replace the Power Requirments with: 
EN Power Requirements: 115 V ac (±10 %), or 230 V ac (±10 %), 50/60 Hz, 575 W. 
ES Requisitos de potencia: 115 V CA (±10 %) o 230 V CA (±10 %), 50/60 Hz, 575 W 
FR Conditions d'alimentation: 115 V c.a. (±10 %) ou 230 V c.a. (±10 %), 50/60 Hz, 575 W 
DE Leistungsaufnahme: 115 V AC (±10 %) oder 230 V AC (±10 %), 50/60 Hz, 575 W 
JA 電源要件: AC 115 V（±10 %）、または AC 230 V（±10 %）、50/60 Hz、575 W 
KO 전력 요구 사항: 115V ac(±10 %) 또는 230V ac(±10 %), 50/60Hz, 575W 
PT Consumo de energia: 115 V CA (±10 %) ou 230 V CA (±10 %), 50/60 Hz, 575 W 

RU Требования к электропитанию: 115 В перем. тока (±10 %) или 230 В перем. тока 
(±10 %), 50/60 Гц, 575 Вт 

ZHCN 电源要求: 115 V ac (±10 %) 或 230 V ac (±10 %)，50/60 Hz，575 W 

 


