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molbox1+™/molbox1+S
molbloc® Terminal

Safety Information

Introduction
The Fluke molbox1+™/molbox1+S molbloc® Terminal (the Product) are support units to make gas 
flow measurements with molbloc mass flow elements. Although the Products are separate 
instruments, their functions and operation are virtually identical. Each Product reads calibration 
data from a molbloc EEPROM and measures molbloc upstream and downstream pressure with 
built-in high precision Reference Pressure Transducers (RPTs).

Contact Fluke Calibration
Fluke Corporation operates worldwide. For local contact information, go to our website: 
www.flukecal.com.
To register your product, or to view, print, or download the latest manual or manual supplement, 
go to our website.

+1-425-446-5500 info@flukecal.com

Fluke Corporation
P.O. Box 9090
Everett WA 98206-9090
U.S.A.

Fluke Europe B.V.
P.O. Box 1186
5602 BD Eindhoven
The Netherlands

PN 5602439 (English)
1/2024 
©2024 Fluke Corporation. All rights reserved.
Specifications are subject to change without notice.
All product names are trademarks of their respective companies.

1-Year Limited Warranty.
See the Users Manual for the full warranty.

mailto:fluke-info@fluke.com
www.flukecal.com
www.flukecal.com
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Safety Information
A Warning identifies hazardous conditions and procedures that are dangerous to the user. A 
Caution identifies conditions and procedures that can cause damage to the Product or the 
equipment under test.

XW Warning
To prevent possible electrical shock, fire, or personal injury:
 Read all safety information before you use the Product.
 Do not alter the Product and use only as specified, or the protection supplied by the 

Product can be compromised.
 Carefully read all instructions.
 Do not use the Product if it operates incorrectly.
 Do not operate the Product with covers removed or the case open. Hazardous voltage 

exposure is possible.
 Do not use the Product around explosive gas, vapor, or in damp or wet environments.
 Use only specified replacement parts.
 Use only specified replacement fuses.
 Have an approved technician repair the Product.
 Only assemble and operate high-pressure systems if you know the correct safety 

procedures. High-pressure liquids and gases are hazardous and the energy from 
them can be released without warning.

 Turn the Product off and remove the mains power cord. Stop for two minutes to let the 
power assemblies discharge before you open the fuse door.

 Connect an approved three-conductor mains power cord to a grounded power outlet.
 Use this Product indoors only.
 Do not put the Product where access to the mains power cord is blocked.
 Use only the mains power cord and connector approved for the voltage and plug 

configuration in your country and rated for the Product.
 Make sure the ground conductor in the mains power cord is connected to a protective 

earth ground. Disruption of the protective earth could put voltage on the chassis that 
could cause death.

 Replace the mains power cord if the insulation is damaged or if the insulation shows 
signs of wear.

 Do not use the Product if it is altered or damaged.
 Do not apply more than the rated voltage, between the terminals or between each 

terminal and earth ground.
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Symbols
The table below lists the symbols that can be used on the Product or in this document.

Specifications
Power Requirements...................................... 100 V to 240 V, 50 Hz to 60 Hz, 100 VA 
Fuse....................................................................... T 1 A 250 V, 5 mm x 20 mm, min i2t 19.2 A2sec
Operating Humidity ........................................ 80 % RH max (non-condensing)
Operating Altitude .......................................... 2000 m maximum
Operating Temperature Range .................. 15 °C to 35 °C, indoor use only
Storage Temperature Range ...................... - 20 °C to 70 °C
Safety .................................................................. IEC 61010-1, Installation Category II, Pollution Degree 2
Electromagnetic Compatibility (EMC)

International ............................................... IEC 61326-1: Controlled Electromagnetic Environment
CISPR 11: Group 1, Class A
Group 1: Equipment has intentionally generated and/or uses 
conductively-coupled radio frequency energy that is necessary 
for the internal function of the equipment itself.
Class A: Equipment is suitable for use in all establishments other 
than domestic and those directly connected to a low-voltage 
power supply network that supplies buildings used for domestic 
purposes. There may be potential difficulties in ensuring 
electromagnetic compatibility in other environments due to 
conducted and radiated disturbances. 

Korea (KCC) ................................................ Class A Equipment (Industrial Broadcasting & Communication 
Equipment)
Class A: Equipment meets requirements for industrial 
electromagnetic wave equipment and the seller or user should 
take notice of it. This equipment is intended for use in business 
environments and not to be used in homes.

USA (FCC) ................................................... 47 CFR 15 subpart B. This product is considered an exempt device 
per clause 15.103.

Table 1. 
Symbol Description
» Consult user documentation.
W WARNING. RISK OF DANGER.
X WARNING. HAZARDOUS VOLTAGE. Risk of electric shock.
I Fuse
P Conforms to European Union directives.

~

This product complies with the WEEE Directive and its marking requirements. The 
affixed label indicates that you must not discard this electrical/electronic product 
in domestic household waste. Do not dispose of this product as unsorted 
municipal waste. For information about take-back and recycling programs 
available in your country, see the Fluke website.
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