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This document includes instructions on applying HotFix3 to a MET/CAL version 11.1.0 deployment as well as a list
of modifications included in HotFix3. HotFix3 is comprehensive and includes all changes for HotFix and HotFix2 as
well for MET/CAL 11.1.0.

Note: HotFix3 only applies to MET/CAL version 11.1.0! Do not attempt to apply HotFix3 to any other version of
MET/CAL.

APPLYING HOTFIX3 TO MET/CAL 11.1.0

Preparing to apply HotFix3:

1) Download the MET/CAL 11.1.0 HotFix3 ZIP archive to a temporary folder.

2) Right-click the ZIP archive and select Properties from the popup menu. If there is a checkbox labeled
Unblock on the lower right of the General tab, check this option and click OK. Otherwise, just click OK.

3) Extract the contents of the ZIP archive to a local folder.

To apply HotFix3 to an existing MET/CAL workstation version 11.1.0:

1) Make sure MET/CAL Runtime and MET/CAL Editor are not running.
2) Copy all .DLL files except METCAL.Editor.Project.dll extracted from the archive to the following folder,
replacing the existing files:
a. C:\Program Files (x86)\Fluke\METCAL\
3) Copy all .DLL files including METCAL.Editor.Project.dll extracted from the archive to the following folder,
replacing the existing files:
a. C:\Program Files (x86)\Fluke\ METCAL Editor\Extensions\METCAL.Editor.Project\

4) Copy all .json files from the extracted Locale folder to the following folders, replacing the existing files:
a. C:\Program Files (x86)\Fluke\METCAL\Locale\
b. C:\Program Files (x86)\Fluke\METCAL Editor\Extensions\METCAL.Editor.Project\Locale\
5) Update your MET/CAL Help files (METCAL_Reference_Guide.chm and METCAL_User_Guide.chm) to have
the latest help and for the fix to MC-16295.

Repeat this process on all MET/CAL workstations where MET/CAL is installed.
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MET/CAL 11.1.0 HOTFIX3 CHANGES

Key Issue Type | Description

MC-16039 FIX Resolved an issue with WIF/RIF commands that could potentially crash MET/CAL

MC-16071 FIX Resolved an issue with 9500, 9500B and 9500C FSCs to only toggle the output relay
when in impedance measurement mode if the input impedance is required to change.

MC-16228 FIX Resolved an issue with the MATH CRND function when used with increments that are
not multiples of 10.

MC-16295 FIX Resolved an issue with the 9500C FSC F1 help key where the help location did not
display the 9500C help correctly.

MC-16394 FIX Resolved error in 8506 FSC preventing communication with the device.

MC-16424 FIX Resolved an issue that caused the initial timeout value for RS-232 ports that are not
associated with a configured instrument to not be set to O (infinite).

MC-16504 FIX Resolved an issue where the HP3325B was not sending the Frequency component of
the signal correctly.

MC-16652 FIX Resolved an issue for 5540a, 5550a, and 5560a when using the O_CAL fsc in real
and simulation mode.

MC-16672 FIX Resolved an issue that caused slowness when compiling a procedure when using

MC-16719 MET/CONNECT.

MC-16702 FIX Fixed a bug in the 5560A and 5550A FSCs causing a timeout to occur when current
parameters are used.

MC-16384 FIX Resolved an issue writing results for numbers that exceed 18 decimal places of
resolution.
Resolved an issue regarding not properly reporting some errors when writing results to
MET/TEAM.

MC-16111 FIX Resolved an issue that would generate an error in MET/CAL Runtime when attempting

to format numbers with more than 15 digits of resolution.




