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PS420 Users Manual Supplement

Change #1, 47715
On page 5, under ECG Performance, change:
From: Pulse......... 30, 60, and 120 BPM 60 ms pulse width
To: Pulse......... 30 and 60 BPM, width of 60 ms

Change #2, 48344
On page 4, under ECG, delete:

High Level Output............... 1000 x (Lead II)
Change #3
On page 12, replace Item 10 with the following and add Item 11.
BP 2 8-pin mini-DIN plug connector for BP cable plugs, as above.
3 RS-232 RS-232 Connector

On page 9, replace Figure 1 with the following:
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Figure 1. Control and Terminals
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Change #4, 55042, 55112, 55124

On page 5, under Pacemaker Selections,

Change: Pace Spike Amplitude (2, 4, 6, 8, and 10 mV in Lead Il)

To: Pace Spike Amplitude (2, 4, and 6 mV in Lead II)

Change: Pace Spike Duration (0.1, 0.5, 1.0, 1.5 and 2.0 ms)

To: Pace Spike Duration (0.1, 0.5, 1.0, 1.5 and 2.0 ms in Lead II)
On page 6, under Arrhythmia Selections,

Change:  Ventricular Fibillation (Coarse)

To: Ventricular Fibillation (Coarse) on all leads except Lead IlI

Change:  Ventricular Fibillation (Fine)

To: Ventricular Fibillation (Fine) on all leads except Lead llI
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